Futaba 1M23203816

Telemetry Log Converter Ver1.9 Software Manual

By using this telemetry log converter software, the log file created with the
transmitter corresponding to a telemetry log function is convertible for CSV.

The file of CSV can be opened by software, such as Microsoft Excel.

*Note: The Telemetry Log Converter software is for Windows® 10/8/7/Vista/
XP use and is not compatible with other OS.

Ver1.9 Update

This item can now be used.

EM-100 (O.S.ENGINE) Firmware Version 9.11
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Distribution & exemption of liability

- Futaba Corporation shall not be responsible for any damage caused by use of this software. Use this software based on agreement to this.

« The copyright of this software and document resides with Futaba Corporation. Redistribution without the approval of the copyright holder is
prohibited.

« Reverse engineering and modification of this software is strictly prohibited.

« No part of this manual may be reproduced in any form without prior permission.

- The contents of this manual are subject to change without prior notice.

« While this manual has been carefully written, there may be inadvertent errors or omissions. Please contact our service center if you feel that any
corrections or clarifications should be made.



Telemetry Log Converter

The downloaded Telemetry Log Converter software file is a Zip format file. Extract
(decompress) this file, the procedure is shown as below.

*Download the Telemetry Log Converter software file from your Futaba importer's home page.

1. Double click the Zip format file to display its contents.
2. Click "Extract all files". The Extraction Wizard launches.

3. Extract (decompress) the Zip format file to the same location as the Zip file storage
location.

*Telemetry Log Converter.msi file and setup.exe file are extracted.

Before installing the Telemetry Log Converter software, confirm that all other
applications are closed. Close all virus check and other resident programs, if any.

1. Double click the EXE file named "setup", and push the "Next" button.

1) Telemetry Log Conve

Welcome to the Telemetry Log Converter Setup /
wizard .

The installer will guide pou through the steps required ta install Telemetry Log Converter on pour
computer.

WARMIMG: This computer program is protected by copyright law and international reaties.
Unauthorized duplication ar distribution of this program, or any portion of it. may result in sewvere civil
or criminal penalties, and wil be prosecuted to the maximum extent possible under the law.

Cancel ]\ <Back | [ N> |

2. Choose the target folder, and push the "Next" button.

Select Installation Folder

The installer will install Telemetiy Log Converter to the following folder,

Toinstall in this folder, click "Next". To install to a different folder. enter it below or click "Browse".

Folder
C¥Program Files (x86)¥Futaba¥Telemetry Log Converter¥ Browse..
Ihstall Telemetry Log Gonwerter for yourself, or for anyone who uses this computer:
@) Everyone
) dust me

Caneel ] [ < Back ] l et » ;




Telemetry Log Converter

3. Push the "Next" button.

s |,
14 Telemetry Log Conve )]
Confirm Installation "&.
5.
>
The installer is ready to install Telemetry Log Converter on your compLiter.
Click "Ment" to start the installation.
Cancel ] [ <Back ] [y

4. The install process begins.

5. The installer displays the following after the install process. Push the "Close"
button.

Installation Complete

Telemety Log Converter has been successfully installed

Click "Close"" to exit

Canecel | ‘ < Back ‘ l LCloze ;




Telemetry Log Converter

1. Telemetry log file is created with the transmitter corresponding to a telemetry log
function.

(Please read the manual of a transmitter about the creation method of a log file)
2. Telemetry log file is started.

3. "Open"is pushed.

TN J Lo - 0@

= G0000T73,FLD

@ TN 00000173FLD - pen

“ pMIEAD [Futaba Telemetry Data Files (+FLD) <) [ Cancel ]

5. Choose a destination folder and input a filename.

% FPANEWD:

Save as ...
7 INEED osv) - Cancel

6. Completion of conversion will display the next screen.

@ 00000173.csv was generated.




Telemetry Log Converter

(The contents of a converter file)

1. The record time of data

2. Each channel signal of a transmitter

3. Slot number
4. The type of sensor
5. Telemetry data

< The example of a conversion file >

=

== e (TS
000001732ew - Microgoft Excel
L —— m—— co— o —

H-L  fA A-ILATOR EE T-2  BE ®n @ - ° x
wos -0 fe | ¥
A B [} o E. F G H 1 i} K M 1] [l P ] B, ] I T =
1 o 1] 1 E 3
T 'ECEIWER RECEIVER TEMFERATALTITUDE ALTITUDE SEMSOR
z TIME H1 GH2 CH3 CH4 CHS GHE CHT GH3 CHa CH10 CH11 CH12 CH13 CH14 CH15 CHIG ATTERY EXTERMAL TEMPERAT ALTITUDE “VARIOMETER
4 0) o o o o -100 -03 a o o o o o o o 45 — 24 o o
_5 115 o a o o -100 -03 o o a o a o a o 48 31 24 1 o
_6 157) o 0 o o -100 -03 o o 0 o 0 o 0 o 45 3l 24 1 o
7? 200) o o o o -100 -03 a o o o o o o o 45 kRl 24 1 o
_3 237 o a o o -100 -03 o o a o a o a o 48 31 24 1 o
_3 73| o 0 o o -100 -08 o o 0 o 0 o 0 o 45 3l 24 1 o
ﬁ 342 o 5.1 o o -100 -03 a o o o o o o o 45 kRl 24 1 o
T 374 o 63 o o -100 -03 o o a o a o a o 48 31 24 1 o
T 416 o 162 o7 o -100 -08 o o 0 o 0 o 0 o 45 3l 24 1 o
T 453 ol kil 57 o -100 -03 a o o o o o o o 45 kRl 24 a o
E 511 o 338 174 o -100 -03 1] o o o o o o o 43 31 24 1] o
15 663 o 45 266 o -100 -08 o o 0 o 0 o 0 o 43 3l 24 1) o
T 639 o 655 43 4 o -100 -03 a o o o o o o o 43 ER| 25 -1 -1
?l_ 7
. .
The record time of data Each channel signal Telemetry data
Unit : ms (1/1,000sec) of a transmitter
*Although an interval is set up with a Unit: % Neutral — 0%
transmitter, since record time is moved -0 0
slightly according to conditions, there are
a set period and a difference.
=
®@ - = x
=
R | s | 1 | U v oW =
o 0 ! : : Slot number
The type of SeNSsSOY @ ECEIVER RECEIVER TEMFERATALTITUDE ALTITUDE SENSOR
[2ATTERY EXTERMAL TEMPERAT ALTITUDE “ARIOMETER = The type of
E 14 1] 1]
as a1 1 0 ) telemetry data
42 21 24 1 Q
45 31 4 1 o
48 a1 24 1 o
42 21 24 1 Q
45 31 4 1 o
48 a1 24 1 o
42 21 24 1 Q
48 31 e 0 0 Telemetry data
44 a1 24 o o
43 21 24 Q Q
<43 31 25 -1 -1




Telemetry Log Converter

(The contents of a converter file)
1. The time of the data recorded
2. Each channel signal from the transmitter
3. Slot number
4. The type of sensor
5. Telemetry data

Futaba

Telemetry Receiver Receiver battery voltage

Telemetry Receiver EXT Receiver battery voltage

SBS-01T Temperature sensor

SBS-01TE Temperature sensor (for electric models)

SBS-01V Voltage sensor

SBS-01RB RPM sensor (for brushless motor)

SBS-01RO RPM sensor (Optical type)

SBS-01RM RPM sensor (Magnet type)

SBS-01A Altitude sensor

SBS-01G GPS sensor

SBS-01S S.BUS 2 servo sensor

SBS-01C Current sensor

SBS-02A Altitude sensor

SBS-01TAS Airspeed sensor

SBS-02G GPS sensor

MC970CR Motor controller

MC-980H/A Motor controller

MC-9130H/A Motor controller

MC-9200H/A Motor controller

Other manufacturers

Robbe F1675

Robbe F1712

Robbe F1672

Robbe F1678

PowerBox

Jetcat

KONTRONIK Kosmik

ROXXY

Castle TLO

EM-100

Hobbywing

Scorpion




Telemetry Log Converter

Log file

-Log files are created in the "LOG" folder of the SD card. Two files with the same file name but
different extensions are created. (Example: 00001234.FLI, 00001234.FLD)

-Extension FLI: Slot allocation information file

-Extension FLD: log data file

«When copying or moving log files, be sure to select both .FLI and .FLD files.

«Log files can be converted to CSV format with the telemetry log converter published on our website.

Altimeter

- Altimeter altitude data, GPS distance and altitude data are output based on the point when the log is
started (0 m). If the transmitter preset position and the log start position are different, the transmitter
display and the log data display will differ. If you log start immediately before takeoff, you can record
the altitude and distance from the takeoff position.

RPM

«The RPM log data does not reflect the transmitter gear ratio, motor pole number or fin number
setting. It is necessary to calculate the gear ratio, the number of motor poles, and the number of fins
in the RPM data.

Unit
-Distances and speeds etc. are always recorded in metric regardless of unit setting of a transmitter.
- Temperatures are also recorded in degrees Celsius.




